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FEATURES
• Low Input Voltage Shutdown
• High Input Voltage Shutdown
• Output Short Circuit Protection
• Output Overcurrent Protection
• Internal Over Temperature Protection
• Input Power Limit
• 10-sec LIVCO delay

(standard or optional)
• Reverse Input Protection
• High Output Voltage Limit
• Automatic Restart of Adapter

TECHNICAL SPECIFICATIONS
• Input Voltage : 12-32V, 11-16V
• Output Voltages : 

5, 9, 12, 15 and 20 VDC
• Total Load Current : 3.0 amps
• Weight (approx.) : 

0.625 pounds (0.283 kg) 
excluding cables

• Dimensions (approx.) : 
5.35 x 2.4 x 1.25” 
(136 x 61 x 32mm)
excluding cables

USBC 60W SERIES 

60 WATT USBC 
POWER ADAPTER

Our Lind Electronics USBC power adapter is the first of its kind adapter that is 
designed to deliver continuous, reliable power to your mobile power devices 
that use a USB-C input connector for power. This USBC power adapter is 
capable of providing a maximum of 60 Watts and is the only true rugged 
(resistant to shock and vibration) 60 Watt USB-C power adapter in the market. 

Lind power adapters incorporate the highest degree of circuit protection for 
your devices and our robust design makes our products well-suited for use 
in rugged mobile environments and applications. The adapter’s electronics 
are shielded by a rugged epoxy-sealed case to protect the internal circuits 
from damage caused by shock and/or vibration. The case is designed with a 
finned exterior to improve heat dissipation.

Lind also offers custom and detachable input cables, which can be used to 
connect various power sources to the adapter.

For more information on our USBC adapters or any of our other 
products, please contact your Getac sales representative.

AVAILABLE MODELS:
590GBL000833 : 11-16 VDC, cig plug input cable
590GBL000817 : 12-32 VDC, cig plug input cable
590GBL000834 : 11-16 VDC, bare wire input cable
590GBL000835 : 12-32 VDC, bare wire input cable



FEATURES
• Low Input Voltage Cut Off (LIVCO)
• 10-sec LIVCO delay
• High Input Voltage Cut Off
• Output Overcurrent Protection
• Internal Over Temperature Protection
• VBUS to CC short protection
• High Output Voltage Limit
• Automatic Restart of Adapter
• ESD protection on VBUS, CC lines
•   Full current-limiting capability in

PPS mode
• Supported USB-C Charging Protocols:

– USB-C
– USB PD 3.0
– USB BC 1.2 (legacy charging)

TECHNICAL SPECIFICATIONS
• Input Voltage : 11-16 or 11-32 VDC
•  Output Voltages : 5V @ 3A, 9V @ 3A, 

15V @ 3A and 20V @ 5A
•  PPS (programmable power supply) 

modes:
–  5V-16.9V (20mV increments), 0-3A 

(50mA increments)
–  17-20V (20mV increments), 0-5A

(50mA increments)
•  Output voltage ripple — 150mV at 

100W load
• Weight : 370 gram (excluding cables)
• Dimensions : 135 x 75 x 25 mm
• Rated Operating Temp : -20 to +40°C
• Working Operating Temp : Up to +60°C
• Storage Temp : -40 to +85°C

USBC 100W SERIES

FULLY RUGGED 100 WATT 
USB-C POWER ADAPTER

The Lind Fully Rugged 100W USB-C power adapter is designed to deliver 
continuous, reliable power to your mobile devices that use a USB-C input 
connector for power, and is the only true rugged 100 Watt USB-C power 
adapter in the market. Its rugged design combined with its safety features 
make this adapter ideally suited for daily use in even the most extreme 
environments and demanding applications.

Lind power adapters incorporate the highest degree of circuit protection for 
your devices and our robust design makes our products well-suited for use 
in rugged mobile environments and applications. The adapter’s electronics 
are shielded by a rugged epoxy-sealed case to protect the internal circuits 
from damage caused by shock and/or vibration. The case is designed with 
a inned exterior to improve heat dissipation.

For more information on our USBC adapters or any of our other products, 
please contact your Getac sales representative.

AVAILABLE MODELS:
590GBL000935 :  11-16VDC Input Voltage cig plug input cable 
590GBL001111 :  11-32VDC Input Voltage cig plug input cable
590GBL000936 : 11-16VDC Input Voltage bare wire input cable 
590GBL001112 : 11-32VDC Input Voltage bare wire input cable 



For further information please contact your regional Getac sales representative.
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Standard  DC/DC 
Adapters Isolated Adapters USB Type C Adapters MIL-STD
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A140G2 onwards ü ü ü ü ü ü ü ü ü ü*2 ü*2 ü*2 ü*2 ü

B360G1 onwards ü ü ü ü ü ü ü ü ü ü*2 ü*2 ü*2 ü*2 ü

B360G1 Pro onwards*1 ü*2 ü*2 ü*2 ü*2 ü*2 ü*2 ü*2 ü*2 ü*2 ü*2 ü*2 ü*2 ü*2 ü*2

F110G1 onwards ü ü ü ü ü ü ü ü ü ü*2 ü*2 ü*2 ü*2 ü

K120G1 onwards ü ü ü ü ü ü ü ü ü ü*2 ü*2 ü*2 ü*2 ü

S410G1 onwards*1 ü ü ü ü ü ü ü ü ü ü*2 ü*2 ü*2 ü*2 ü

S510G1 onwards ü ü ü ü ü ü ü ü ü ü*2 ü*2 ü*2 ü*2 ü

UX10G1 onwards ü ü ü ü ü ü ü ü ü ü*2 ü*2 ü*2 ü*2 ü

V110G1 onwards ü ü ü ü ü ü ü ü ü ü*2 ü*2 ü*2 ü*2 ü

ZX80G1 onwards ü*3 ü*3 ü*3 ü*3 ü*3 ü*3 ü*3 ü*3 ü*3 ü*2 ü*2 ü*2 ü*2 ü*2 ü*2 ü*2 ü*2 ü*3

ZX10G1 onwards ü ü ü ü ü ü ü ü ü ü*2 ü*2 ü*2 ü*2 ü*2 ü*2 ü*2 ü*2 ü

*1 Excluding Models with discrete Graphics Card​
*2 Compatible with device only, no charging via Vehicle Dock
*3 Compatible with Vehicle Dock only

COMPATIBILITY MATRIX

GETAC.COM
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