S410 SEMI RUGGED NOTEBOOK

- 8th Generation Intel® Core™ i7 / i5 vPro™ Processor
- Optional Windows Hello face-authentication camera with IR sensor and fingerprint dual biometric authentication
- Low frequency and High frequency RFID able to read wider range of credential
- Greater flexibility and I/O options
- Wider range of operating temperatures of -29°C ~ 63°C (-20°F ~ 145°F)

Office Dock

Smart Card Reader
SD Card Reader
USB 3.0

SIM Card
Headphone out / mic-in Combo
USB 2.0

DC in Jack
HDMI
USB 3.1 Gen 2

LAN
Optional I/O Interface:
2nd LAN, PowerShare USB 2.0, USB3.1 Gen 1 Type-C

VGA
Serial Port
Kensington Lock
Expansion Slot:
ODD / 2nd Battery / PCMCIA / ExpressCard Slot / Weight Saver

Windows 10 Pro means business.
Specifications

Operating System
Windows 10 Pro

Mobile Computing Platform
Platform Options:
Intel® Core™ i3 Technology
Intel® Core™ i5 Technology
Intel® Core™ i7 Technology

Intel® Core™ i3-8145U Processor 2.1GHz
- 4MB Intel® Smart Cache

Intel® Core™ i5-8265U Processor 1.6GHz
- 6MB Intel® Smart Cache

Intel® Core™ i7-8565U Processor 1.8GHz
- 8MB Intel® Smart Cache

Intel® Core™ i7-8665U vPro™ Processor 1.9GHz
- Max. 4.6 GHz with Intel® Turbo Boost Technology
- 8MB Intel® Smart Cache

Intel® Core™ i5 vPro™ Technology

- 4MB Intel® Smart Cache

Intel® Core™ i7 vPro™ Technology

- 8MB Intel® Smart Cache

Intel® UHD Graphics 620 (1366 x 768)
Optional NVIDIA® GeForce® GTX1050 4GB discrete graphic controller

Display
14” TFT LCD HD (1366 x 768)
Optional 1000 nits LumiBond® display with Getac sunlight readable technology

Capacitive multi-touch screen

Optional 14” IPS TTT LCD FHD (1920 x 1080)
Optional 800nits LumiBond® display with Getac sunlight readable technology

Capacitive multi-touch screen

Storage & Memory
4GB DDR4 expandable to 32GB
Main Storage: SATA SSD 256GB
Optional SATA SSD 256GB / 512GB / 1TB
Optional 2nd Storage (onboard): 256GB SSD

Optional SATA SSD 256GB / 512GB / 1TB

BIOS: 1.7

Keyboard
Membrane keyboard
Optional LED backlit membrane keyboard

Touchscreen
- Optional capacitive multi-touch screen

Touchpad
- Glide touchpad with multi-touch

Expansion Slot
SD card reader x 1
Optional Smart Card reader x 1

Multimedia Bay
Optional PCMCIA Type II
Optional ExpressCard34/54
Optional DVD super multi drive
Optional 2nd battery

I/O Interface
Headphone out/mic-in Combo x 1
DC in Jack x 1
USB3.0 x 1
USB2.0 x 1
USB3.1 Gen 2 x 2
LAN (RJ45) x 1
HDMI x 1

Docking Connector x 1
Optional Serial port (9-pin; D-sub) x 1
Optional VGA Port (15-pin; D-sub) x 1
Optional SIM card slot x 1
Optional FHD Webcam x 1
Optional Windows Hello face-authentication camera (front-facing) x 1
Optional RF antenna pass-through for GPS, WWAN and WLAN
Optional PowerShare USB 2.0, or LAN (RJ45) x 1
Optional USB 3.1 Gen Type-C x 1

Communication Interface
Intel® Dual Band Wireless-AC 9260, 802.11ac
VGA and USB3.1 Gen 1 Type-C are mutually exclusive options.

Ethernet Interface
Max. 4.6 GHz with Intel® Turbo Boost Technology
- 8MB Intel® Smart Cache

Power
AC adapter (65W, 100-240V, 50/60Hz)
Optional AC adapter (120W, 11-32VDC)

DC in Jack x 1
Headphone out/mic-in Combo x 1

Rugged Feature
Multi-Bay Charger (Eight Bay)
Multi-Bay Charger (Dual Bay)
Optional 2nd battery (11.1V, 4200mAh)
Main battery (11.1V, 4200mAh)

Docking Solutions
Vehicle Dock Office Dock
Serial Port 1 1
External VGA 1 1
Microphone 1 1
Audio Output 1 1
DC in Jack 1 1
USB 4 4
LAN 1 1
HDMI 1 1
RF Antenna Connector 3 (WWAN, WLAN, GPS) –

Software
Getac Utility
Getac Geolocation
Optional Absolute DDS® Persistence

Accessories
Carry bag
Main battery (11.1V, 4200mAh)
2nd battery (11.1V, 4200mAh)
Multi-Bay Charger (Dual Bay)
Multi-Bay Charger (Eight Bay)
Vehicle adapter (120W, 11-32VDC)
AC adapter (65W, 100-240V AC)
AC adapter (120W, 100-240V AC)

Specifications

Intel® Core™ i7-8665U vPro™ Processor 1.9GHz
- Max. 4.8 GHz with Intel® Turbo Boost Technology
- 8MB Intel® Smart Cache

i Not Energy Star 7.0 compliant.
i ii Optional Absolute DDS® Persistence

Software
Getac Utility
Getac Geolocation
Optional Absolute DDS® Persistence

Accessories
Carry bag
Main battery (11.1V, 4200mAh)
2nd battery (11.1V, 4200mAh)
Multi-Bay Charger (Dual Bay)
Multi-Bay Charger (Eight Bay)
Vehicle adapter (120W, 11-32VDC)
AC adapter (65W, 100-240V AC)
AC adapter (120W, 100-240V AC)

Specifications

Intel® Core™ i5-8365U vPro™ Processor 1.6GHz
- Operating: -29°C to 63°C / -20.2°F to 145.4°F
Humidity:
- 85% RH, non-condensing

Software
Getac Utility
Getac Geolocation
Optional Absolute DDS® Persistence

Accessories
Carry bag
Main battery (11.1V, 4200mAh)
2nd battery (11.1V, 4200mAh)
Multi-Bay Charger (Dual Bay)
Multi-Bay Charger (Eight Bay)
Vehicle adapter (120W, 11-32VDC)
AC adapter (65W, 100-240V AC)
AC adapter (120W, 100-240V AC)

Specifications

Intel® Core™ i7-8565U Processor 1.8GHz
- Operating: -29°C to 63°C / -20.2°F to 145.4°F
Humidity:
- 95% RH, non-condensing

Copyright © 2019 Getac Technology Corporation and/or any of its affiliates. All Rights Reserved. Information provided herewith is for reference only, available specification shall be subjected to quotation by request. V01/M08/19BW

Getac

S410
Semi Rugged Notebook

Docking Solutions
Vehicle Dock Office Dock
Serial Port 1 1
External VGA 1 1
Microphone 1 1
Audio Output 1 1
DC in Jack 1 1
USB 4 4
LAN 1 1
HDMI 1 1
RF Antenna Connector 3 (WWAN, WLAN, GPS) –

GETAC TECHNOLOGY CORPORATION
5F, Building A, No. 209, Section 1, Nangang Rd., Nangang Dist., Taipei City, 11568, Taiwan, R.O.C.
Tel : +886 2 2785 7888
globalmarketing@getac.com | www.getac.com